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SEAT OCCUPANCY DETERMINATION
DEVICE AND SEAT OCCUPANCY
DETERMINATION METHOD

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is based on and claims priority under 35
U.S.C. §119 to Japanese Patent Application 2013-207798,
filed on Oct. 3, 2013, the entire content of which is incorpo-
rated herein by reference.

TECHNICAL FIELD

This disclosure generally relates to a seat occupancy deter-
mination device and a seat occupancy determination method.

BACKGROUND DISCUSSION

A known seat occupancy determination device is disclosed
in JP2011-17592A (hereinafter, referred to as Patent refer-
ence 1). According to Patent reference 1, a load sensor is
placed between a cushion portion of a vehicle seat and a floor
of'the vehicle. The seat occupancy determination device dis-
closed in Patent reference 1 determines a seat occupancy state
of the vehicle seat by comparing a total sum of load value
detected by the load sensors with a predetermined load
threshold value. The known seat occupancy determination
device disclosed in Patent reference 1 is provided with the
right-left pair of load sensors which are provided only at a rear
portion of the cushion portion due to cost reduction measures.
Thus, the accuracy of the load value detected by each of the
load sensors may vary because the load applied to the cushion
portion is unbalanced either in a front direction or a rear
direction due to an inclination or a tilt of the vehicle in the
front-rear direction

Dealing with this inaccuracy of the load value detected by
the load sensors, the known seat determination device dis-
closed in Patent reference 1 determines an inclination state or
a tilt state of the vehicle and corrects the load value detected
by the load sensors in response to the determined inclination
state. In particular, in a state where the vehicle seat is not
occupied, that is, the vehicle seat is neither seated by, for
example, an adult, an infant or a child, nor fixed with a child
safety seat, the determination of the inclination state of the
vehicle in the front direction is performed at three levels based
on a tensile load value detected by the load sensors. Then,
when the vehicle seat is seated by, for example, an adult, an
infant or a child, the seat occupancy determination device
corrects the total sum of the load value detected by the load
sensors to increase in accordance with an immediately pre-
ceding determination result of the inclination and compares
the corrected load value with the load threshold value. Based
on the compared result, whether the vehicle seat is seated by
an adult, an infant or a child, or whether a child safety seat is
fixed to the vehicle seat is determined.

As described above, the known seat occupancy determina-
tion device disclosed in Patent reference 1 corrects a detected
load value in response to the determination result of the
inclination, or the tilt of the vehicle. Accordingly, the varia-
tion of the load value detected by the load sensors may be
reduced in a state where the vehicle is inclined or tilted.

The pair of load sensors of the known seat occupancy
determination device may be mounted to a front portion and
a rear portion of one of a left portion and a right portion of the
vehicle seat. When mounting the pair of load sensors to only
one of the right portion and the left portion of the vehicle seat,
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the detection accuracy is enhanced in a case where the pair of
load sensors is mounted to a center side of the vehicle. The
center side of the vehicle corresponds to the left portion of a
passenger seat of a vehicle with left-hand steering wheel
when facing a front of the vehicle while corresponding to the
right portion of the passenger seat of a vehicle with right-hand
steering wheel.

FIG. 8 shows a relationship between an inclination angle,
or a tilt angle of the vehicle in a right-left direction and the
detected load value in a case where the front-rear pair of load
sensor and the load sensor is mounted to the left portion of the
passenger seat of the vehicle with left-hand steering wheel
instead of mounting the pair of load sensors to a right portion
and a left portion of the rear of the vehicle seat. A lateral axis
shows the inclination angle, or the tilt angle in the vehicle
right-left direction, and a longitudinal axis shows the total
sum of the load value detected by the pair of load sensors in
each of the seat occupancy state. A dashed straight line NV
shown in FIG. 8 divides a determination range whether an
adult passenger is seated in the vehicle seat or whether a child
safety seat (indicated as CRS in FIG. 8) is fixed to the vehicle
seat. A hatching portion corresponds to a threshold value
range formed as a predetermined range including the straight
line NV to stabilize the determination accuracy. In a case
where the total sum of the detected load value is above the
threshold value range, it is determined that the vehicle seat is
seated by an adult passenger. In a case where the total sum of
the detected load value is below the threshold value range, it
is determined that a child safety seat is fixed to the vehicle seat
1. In a case where the total sum of the detected load value is
somewhere in the threshold value range, the seat occupancy
state of the vehicle seat is assumed to be indeterminate, lead-
ing to deteriorate the reliability of the determination result.

As shown in FIG. 8, in a case where the vehicle is inclined
or tilted in the right direction when the vehicle seat is seated
by an adult passenger, the total sum of the detected load value
is reduced and enters into or goes below the threshold value
range. Accordingly, the determination of the seat occupancy
state of the vehicle seat cannot be performed or can be
wrongly performed that a child safety seat is fixed to the
vehicle seat. On the other hand, in a case where the vehicle is
inclined or tilted in the left direction when a child safety seat
is fixed to the vehicle seat, the total sum of the detected load
value increases and enters into the threshold value range. In
those cases, the determination of the seat occupancy state
may not be performed.

On the other hand, FIG. 9 shows a relationship between the
inclination angle or the tilt angle and the detected load value
in a case where data processing is operated based on a method
which is for enabling to determine the seat occupancy state
regardless of the inclination or the tilt of the vehicle in the
right-left direction. According to the method, in a case where
the vehicle seat is seated by an adult passenger, the total sum
of'the detected load value is corrected to increase in response
to the inclination angle as long as the vehicle is inclined or
tilted in the right direction. In a case where a child safety seat
is fixed to the vehicle seat, the total sum of the detected load
value is corrected to decrease in response to the inclination
angle as long as the vehicle is inclined or tilted in the left
direction. As shown in FIG. 9, by correcting the total sum of
the detected load value to increase or to decrease, the total
sum of the load value comes out of the threshold value range
so that the determination of the seat occupancy state in each
case can be performed.

However, the determination of the seat occupancy state in
each case cannot be performed or can be wrongly performed
even though the total sum of the detected load value is cor-
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rected. That is, in a case where the inclination angle or the tilt
angle of the vehicle is extremely increased, the correction
amount has to be equivalently great in order to prevent the
total sum of the load value from entering into the threshold
value range. However, in a case where, for example, the
determination of three or more types of seat occupancy states
which include plural threshold value ranges is performed
instead of two types of seat occupancy states as shown in FIG.
8, the determination of the seat occupancy state may not be
performed precisely because the total sum of the load value
may enter into wrong threshold value range in a case where
the correction amount is set to be excessively high.

A need thus exists for a seat occupancy determination
device and a seat occupancy determination method which are
not susceptible to the drawback mentioned above.

SUMMARY

According to an aspect of this disclosure, a seat occupancy
determination device configured to be provided at one of
seating portions of plural vehicle seats of a vehicle, the plural
vehicle seats mounted to the vehicle to be placed next to each
other in a right-left direction, the plural vehicle seats in which
a passenger is seated to face a front or a rear of the vehicle
includes a pair of seat occupancy amount detection devices
configured to be provided at a front portion and a rear portion
of'one of a right side and a left side of the vehicle seat, the pair
of seat occupancy amount detection devices detecting a seat
occupancy amount increasing and decreasing in response to a
change of'aload applied to each portion of the seating portion,
a seat occupancy threshold value setting device setting a seat
occupancy threshold value which corresponds to a threshold
value of the seat occupancy amount, a seat occupancy state
determination device determining a seat occupancy state of
the vehicle seat by comparing a seat occupancy calculation
amount calculated based on a detected signal transmitted
from the pair of seat occupancy amount detection devices
with the seat occupancy threshold value, and an unbalanced
load detection device detecting a degree of unbalance of the
load applied to a right portion and a left portion of the seating
portion in response to a state of the vehicle. The seat occu-
pancy threshold value setting device corrects the seat occu-
pancy threshold value in response to the degree of unbalance
of'the load applied to the right portion and the left portion of
the seating portion based on a detected signal transmitted
from the unbalanced load detection device.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and additional features and characteristics
of this disclosure will become more apparent from the fol-
lowing detailed description considered with the reference to
the accompanying drawings, wherein:

FIG. 1 is a perspective view of a vehicle seat provided with
a seat occupancy determination device according to an
embodiment disclosed here;

FIG. 2 is ablock diagram showing an entire structure of the
seat occupancy determination device;

FIG. 3 is a graph showing a map used for obtaining a
vehicle inclination angle in response to a vehicle lateral accel-
eration;

FIG. 4 is a graph showing a relationship between an incli-
nation angle in a vehicle right-left direction and a total sum of
a detected load value in a case where a threshold value range
used for seat occupancy determination is corrected;

FIG. 5 is a graph showing the relationship between the
inclination angle in the vehicle right-left direction and the

15

20

25

30

40

45

55

65

4

total sum of the detected load value in a state where the total
sum of the detected load value shown in FIG. 4 is corrected;

FIG. 6 is a main flowchart showing a correction method of
the threshold value range;

FIG. 7 is a sub flowchart showing a correction method of
the total sum of the detected load value;

FIG. 8 is a graph showing a relationship between an incli-
nation angle of a vehicle right-left direction and a total sum of
a detected load value in each seat occupancy state in a case
where a front-rear pair of load sensors is mounted to a left
portion of a passenger seat of a vehicle with left-hand steering
wheel; and

FIG. 9 is a graph showing the relationship between the
inclination angle of the vehicle right-left direction and the
total sum of the detected load value in each seat occupancy
state in a state where the total sum of the detected load value
shown in FIG. 8 is corrected.

DETAILED DESCRIPTION

An embodiment of a seat occupancy determination device
BH will be explained referring to FIGS. 1 to 7. The seat
occupancy determination device BH of the embodiment cor-
responds to a device for determining whether an airbag appa-
ratus mounted to a vehicle VE is operable, which is however
not limited to this. Hereinafter, a front of'a passenger seated in
avehicle seat 1 corresponds to a front of the vehicle seat 1. A
right of the passenger seated in the vehicle seat 1 corresponds
to a right of the vehicle seat 1, and a left of a passenger
corresponds to a left of the vehicle seat 1.

The vehicle seat 1 corresponds to a seat for a passenger
mounted on a vehicle with left-hand steering wheel. The left
of'the vehicle seat 1 corresponds to a substantially center side
of'the vehicle VE. A vehicle seat DS for a driver is provided at
the left of the vehicle seat 1. As shown in FIG. 1, the vehicle
seat 1 includes a seat cushion 11 (i.e., serving as a seating
portion) in which a passenger is seated to face the front of the
vehicle VE. The vehicle seat 1 further includes a seatback 12
mounted to a rear end portion of the seat cushion 11 so that an
upper end portion of the seatback 12 is rotatable in the front-
rear direction. The seatback 12 serves as a backrest for a
passenger. A headrest 13 is mounted to an upper end of the
seatback 12 to support a head of a passenger.

The seat cushion 11 is formed by a seat frame 111, a pad
member 112 which is positioned above the seat frame 111,
and a cover 113 covering a surface of the pad member 112. A
right-left pair of an upper rail 14R and an upper rail 14L is
mounted to a lower surface of the seat frame 111. The upper
rails 14R, 141, movably engage with a pair of lower rails 91R,
91L which are fixed on a floor 9 of the vehicle VE in the
front-rear direction, respectively. Accordingly, the vehicle
seat 1 is formed so as to be fixed at a position where a
passenger desires by moving on the floor 9 in the front-rear
direction.

As shown in FIG. 1, a front seat occupancy sensor 2F (i.e.,
serving as a seat occupancy amount detection device) and a
rear seat occupancy sensor 2R (i.e., serving as a seat occu-
pancy amount detection device), or a pair of seat occupancy
sensors 2F, 2R, are positioned at a left portion of the seat
cushion 11 in the front-rear direction, the seat cushion 11
which is adjacent to the vehicle seat DS for the driver. Alter-
natively, the front and rear seat occupancy sensors 2F, 2R may
be positioned at a right portion of the seat cushion 11 in the
front-rear direction. Each of the front and rear seat occupancy
sensors 2F, 2R corresponds to a load sensor formed by, for
example, a strain gauge and detects a load applied to the
cushion 11 downwardly when a passenger is seated in or a
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baggage is loaded to the vehicle seat 1. In the embodiment, a
baggage is loaded on the seat cushion 11 and detected by the
front and rear seat occupancy sensors 2F, 2R is referred to as
a seat occupancy load (i.e., referred to as a seat occupancy
amount) regardless of the load applied when a passenger is
seated in the vehicle seat 1, the load applied when a child
safety seat is fixed to the vehicle seat 1, or the load applied
when a baggage is loaded to the vehicle seat 1. A type, a
model, and a detection principle of the front and rear seat
occupancy sensors 2F, 2R are not limited specifically.

The front seat occupancy sensor 2F is mounted between a
left-end front portion of the seat frame 111 and a front portion
of'the leftupperrail 141, and detects the load applied to a front
portion of the seat cushion 11. Similarly, the rear seat occu-
pancy sensor 2R is mounted between a left-end rear portion of
the seat frame 111 and a rear portion of the left upper rail 141,
and detects the load applied to a rear portion of the seat
cushion 11. The front seat occupancy sensor 2F and the rear
seat occupancy sensor 2R are mounted to the seat cushion 11
to be spaced apart at a predetermined distance in the front-rear
direction. Hereinafter, the front seat occupancy sensor 2F and
the rear seat occupancy sensor 2R are collectively referred to
as seat occupancy sensors 2F, 2R. A controller 4 is mounted to
a lower portion of the seat cushion 11.

As shown in FIG. 2, the seat occupancy sensors 2F, 2R
include sensor portions 21F, 21R and amplifier portions 22F,
22R which amplity detected signals transmitted from the
sensor portions 21F, 21R, respectively. The sensor portions
21F, 21R are formed by Wheatstone bridge circuits config-
ured with the four strain gauges, respectively. An acceleration
sensor 3 (i.e., serving as an unbalanced load detection device)
is mounted to the vehicle VE and detects an acceleration in the
right-left direction generated at the vehicle VE. The accelera-
tion sensor 3 outputs a positive value in a case where the
acceleration sensor 3 detects the vehicle acceleration in the
right direction while outputting a negative value in a case
where the acceleration sensor 3 detects the vehicle accelera-
tion in the left direction (see FIG. 3). The vehicle acceleration
detected by the acceleration sensor 3 is used for an anti-lock
braking system (anti-skid) control, or an ABS control and a
vehicle motion control, for example, a stability control of the
vehicle VE.

Each of the seat occupancy sensors 2F, 2R and the accel-
eration sensor 3 are connected to the controller 4. The con-
troller 4 is an electric control device formed by, for example,
an input-output device, an arithmetic device and a memory
device. The controller 4 includes an analog-digital converter
41, or an A/D converter 41, an angle estimation portion 42
(i.e., serving as an unbalanced load detection device), a
memory portion 43, a threshold value setting portion 44 (i.e.,
serving as a seat occupancy threshold value setting device), a
seat occupancy state determination portion 45 (i.e., serving as
a seat occupancy state determination device), and a detection
value correction portion 46 (i.e., serving as a seat occupancy
amount correction device). The A/D converter 41 converts
detected signals transmitted from the seat occupancy sensors
2F, 2R and the acceleration sensor 3 into digital signals. The
angle estimation portion 42 calculates an inclination angle
0fc of the vehicle VE in the right-left direction based on the
detected signals transmitted from the acceleration sensor 3.
The memory portion 43 accumulates various data required for
determining the seat occupancy state. The threshold value
setting portion 44 sets a threshold value range TS (i.e., serving
as a seat occupancy threshold value) for determining the seat
occupancy state in response to the inclination angle 6fc of the
vehicle VE. The seat occupancy state determination portion
45 determines the seat occupancy state of the vehicle seat 1.
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The detection value correction portion 46 corrects a total sum
WSA ofadetected load value obtained by adding the detected
values detected by the seat occupancy sensors 2F, 2R together
in response to the inclination angle 6fc ofthe vehicle VE. The
total sum WSA of the detected load value corresponds to a
seat occupancy calculation amount.

In addition, a buckle switch 5 is provided at a seat belt
device of the vehicle seat 1 and connected to the controller 4.
A battery 7 of the vehicle VE is connected to the buckle switch
5 via a direct-current resistance 6. When the buckle switch 5
is in an open state (off state), the controller 4 detects a positive
terminal voltage (high) of the battery 7 because electricity
does not flow through the direct-current resistance 6. When a
belt locking tongue and a buckle of the seat belt device engage
with each other to bring the buckle switch 5 to a closed state
(on state), the controller 4 detects a voltage drop (low) by the
direct-current resistance 6 because electricity flows through
the direct-current resistance 6. Accordingly, the controller 4
detects that the occupant wears the seat belt. An ignition
switch 8 (i.e., serving as a starting operation detection device)
of the vehicle VE is connected to the controller 4. The con-
troller 4 detects whether the ignition switch 8 is in an on state
or in an off state to detect whether the driver starts the opera-
tion of the vehicle VE.

The angle estimation portion 42 of the controller 4 obtains
the inclination angle 6fc of the vehicle VE in the right-left
direction based on a map shown in FIG. 3 from a vehicle
acceleration aSA which corresponds to a detected value of
the acceleration sensor 3 in order to detect a degree of unbal-
ance of the load applied to the right portion and the left
portion of the seat cushion 11. In FIG. 3, a right half of the
lateral axis corresponds to the vehicle acceleration aSA of the
vehicle VE in the right direction, and a left half of the lateral
axis corresponds to the vehicle acceleration aSA in the left
direction. An upper half of longitudinal axis corresponds to
the inclination angle 8fc (inclination angle in a case where the
right side descends lower than the left side) of the vehicle VE
in the right direction, and a lower half of the longitudinal axis
corresponds to the inclination angle 6fc (inclination angle in
a case where the left side descends lower than the right side)
of the vehicle VE in the left direction. The vehicle accelera-
tion aiSA in the right direction and the inclination angle 6fc in
the right direction have positive values, and the vehicle accel-
eration a.SA in the left direction and the inclination angle 6fc
in the left direction have negative values. In FIG. 3, an incli-
nation angle 6fcl in the right direction is obtained from a
vehicle acceleration aSA1 in the right direction as an
example. The map shown in FIG. 3 is stored in the memory
portion 43 of the controller 4. The configuration including the
acceleration sensor 3 and the angle estimation portion 42
corresponds to an unbalanced load detection device. How-
ever, the acceleration sensor 3 is not necessarily required for
obtaining the inclination angle 8fc of the vehicle VE in the
right and left direction. Instead of the acceleration sensor 3,
for example, a clinometer which is mounted to the vehicle VE
may be used, or the steering and the vehicle acceleration may
be detected and used for obtaining the inclination angle 6fc of
the vehicle VE in the right and left direction.

Next, the correction of the threshold value range TS by the
threshold value setting portion 44 and the correction of the
total sum WSA of the detected load value by the detection
value correction portion 46 will be explained with reference
to FIGS. 4 and 5. FIG. 4 shows a relationship between the
inclination angle 6fc in the vehicle right-left direction and the
total sum WSA of the detected load value in a case where the
threshold value range TS used for seat occupancy determina-
tion is corrected. FIG. 5 shows the relationship between the
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inclination angle 6fc in the vehicle right-left direction and the
total sum WSA of the detected load value in a state where the
total sum WSA of the detected load value shown in FIG. 4 is
corrected. FIGS. 4 and 5 are shown in the same manner as
FIGS. 8 and 9 unless any notification is given. The threshold
value setting portion 44 of the controller 4 sets the threshold
value range TS based on the map shown in FIG. 4 from the
inclination angle 8fc of the vehicle VE in the right-left direc-
tion obtained by the angle estimation portion 42. The thresh-
old value range TS (illustrated with hatching in FIGS. 4 and 5)
is for determining whether an adult passenger is seated in the
vehicle seat 1 or whether a child safety seat (indicated as CRS
in FIGS. 4 and 5) is fixed to the vehicle seat 1 by the seat
occupancy state determination portion 45 and corresponds to
a threshold value of the total sum WSA of the detected load
value. The threshold value setting portion 44 sets the thresh-
old value range TS by correcting the threshold value range TS
(shown in FIG. 8) in accordance with the inclination angle 6fc
in a state where the vehicle VE is not inclined or tilted in the
right-left direction.

As shown in FIG. 4, in a case where the vehicle VE is
inclined or tilted in the right direction where the seat occu-
pancy sensors 2F, 2R are not provided, the threshold value
range TS is corrected to move in a direction where the load
decreases. In a case where the vehicle VE is inclined or tilted
in the left direction where the seat occupancy sensors 2F, 2R
are provided, the threshold value range TS is corrected to
move in a direction where the load increases. The moving
amount of the threshold value range TS is set to increase as
long as an absolute value of the inclination angle 6fc increases
regardless of a case where the vehicle VE is inclined or tilted
in the right direction or in the left direction. The map shown
in FIG. 4 is stored in the memory portion 43 of the controller
4.

In an initial state of the seat occupancy determination
device BH, that is, immediately after the ignition switch 8 is
turned on, the determination of the seat occupancy state of the
vehicle seat 1 is not performed. In those circumstances, the
seat occupancy state determination portion 45 of the control-
ler 4 determines that the vehicle seat 1 is seated by an adult
passenger in a case where the total sum WSA ofthe load value
detected by the seat occupancy sensors 2F, 2R is greater than
the value of threshold value range TS corrected in accordance
with the inclination angle 6fc. That is, an airbag apparatus of
the vehicle VE is operable. On the other hand, in a case where
the total sum WSA of the load value detected by the seat
occupancy sensors 2F, 2R is lower than the corrected value of
threshold value range TS and the seat belt device is used, the
seat occupancy state determination portion 45 determines
that a child safety seat is fixed to the vehicle seat 1. Thus, the
airbag apparatus of the vehicle VE is inoperable. Alterna-
tively, the determination of the seat occupancy state of the
vehicle seat 1 may include a condition where the total sum
WSA of the detected load value continues a predetermined
relationship with the corrected threshold value region TS for
a predetermined time or more.

As described above, in a case where the determination of
the seat occupancy state of the vehicle seat 1 is performed for
the second time after determining the seat occupancy state of
the vehicle seat 1 for the first time using the corrected thresh-
old value range TS, the detection value correction portion 46
of'the controller 4 corrects the total sum WSA of the detected
load value in response to the inclination angle 0fc of the
vehicle VE in the right-left direction as shown in FIG. 5. As
shown in FIG. 5, in a case where the vehicle VE is inclined or
tilted in the right direction where the seat occupancy sensors
2F, 2R are not provided, the total sum WSA of the detected
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load value is corrected to increase as long as it is determined
that the vehicle seat 1 is seated by an adult passenger in the
immediately preceding determination. In a case where it is
determined that a child safety seat is fixed to the vehicle seat
1 in the immediately preceding determination, the total sum
WSA of'the detected load value is not corrected. On the other
hand, in a case where the vehicle VE is inclined or tilted in the
left direction where the seat occupancy sensors 2F, 2R are
provided, the total sum WSA of the detected load value is
corrected to decrease as long as it is determined that a child
safety seat is fixed to the vehicle seat 1 in the immediately
preceding determination. In a case where it is determined that
the vehicle seat 1 is seated by an adult passenger in the
immediately preceding determination, the total sum WSA of
the detected load value is not corrected. The increasing
amount and decreasing amount of the total sum WSA of the
detected load value are set to be high as the absolute value of
the inclination angle 0fc increases regardless of a case where
the vehicle VE is inclined in the right direction or in the left
direction. Alternatively, the increasing amount and decreas-
ing amount of the total sum WSA of the detected load value
may be set to a predetermined amount regardless of the incli-
nation angle 6fc of the vehicle VE. In FIG. 5, in a case where
the inclination angle 6fc of the vehicle VE in the right-left
direction corresponds to zero, the total sum WSA of the
detected load value are not corrected.

In a case where the corrected total sum WSA of the
detected load value is greater than the corrected value of the
threshold value range TS, itis determined that the vehicle seat
1is seated by an adult passenger. In a case where the corrected
total sum WSA of the detected load value is lower than the
corrected value of the threshold value range TS, and the seat
belt device is in use, it is determined that a child safety seat is
fixed to the vehicle seat 1.

Next, a seat occupancy determination method of the
vehicle seat 1 using the controller 4 will be explained with
reference to FIGS. 6 and 7. When the ignition switch 8 of the
vehicle VE is turned on (Step S601), the determination
completion flag is turned off (Step S602). Next, the total sum
WSA is calculated using the load value detected by the seat
occupancy sensors 2F, 2R (Step S603). Then, the vehicle
acceleration aSA detected by the acceleration sensor 3 is
inputted to the controller 4 (Step S604), and whether the
absolute value laSA| of the vehicle acceleration aSA is equal
to or greater than a value alLO (positive value) which is
approximately close to zero (Step S605) is determined.

In a case where the absolute value laSAl is equal to or
greater than the value alLO, as aforementioned, the estima-
tion (calculation) of the inclination angle 6fc is performed
from the vehicle acceleration aSA (Step S606) because the
vehicle VE is inclined or tilted in the right-left direction. Once
the inclination angle 6fc of the vehicle VE is obtained,
whether the determination completion flag is off (Step S608)
after the threshold value range TS is corrected (Step S607) is
determined. In a case where the seat occupancy state deter-
mination is performed for the first time and the determination
completion flag is off, the seat occupancy state determination
is performed in Step S609. In a case where the absolute value
laSAl is lower than the value alLO in Step S605, the Steps
S606 to S608 are skipped because the vehicle VE is assumed
not to incline in the right-left direction and the seat occupancy
state determination is performed without correcting the
threshold value TS.

After the seat occupancy state determination is performed
and whether the vehicle seat 1 is not occupied, the vehicle seat
1 is seated by an adult passenger, or a child safety seat is fixed
to the vehicle seat 1 (Step S610) is determined, the determi-
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nation completion flag is turned on (Step S611). Then,
whether the ignition switch 8 of the vehicle VE is turned off
(Step S612) is determined. In a case where the ignition switch
8 remains to be on, the program returns to Step S603 and
updates the total sum WSA of the detected load value. In a
case where the ignition switch 8 is turned off, the seat occu-
pancy determination method is terminated.

On the other hand, in a case where the determination
completion flag is on in the Step S608, the program proceeds
to step S701 and determines whether the vehicle acceleration
aSA is equal to or higher than the value alLO (see FIG. 7)
because the seat occupancy state determination is assumed
not to be performed for the first time. In a case where the
vehicle acceleration aSA is equal to or higher than the value
alLO, the acceleration sensor 3 detects the acceleration of the
vehicle VE in the right direction because the vehicle accel-
eration aSA corresponds to a positive value. Thus, the pro-
gram proceeds to Step S702 and determines whether the
vehicle seat 1 is seated by an adult passenger in the immedi-
ately preceding seat occupancy state determination. In a case
where the vehicle seat 1 is seated by an adult passenger in the
immediately preceding seat occupancy state determination,
the total sum WSA of the detected load value is corrected to
increase by the correction amount of C (Step S703) before the
program returns to Step S609 to operate the seat occupancy
status determination. In a case where the vehicle seat 1 is not
seated by an adult passenger in the immediately preceding
seat occupancy state determination, the program returns to
Step S609 without correcting the total sum WSA of the
detected load value.

In a case where the vehicle acceleration aSA is lower than
the value aLO in Step S701, the acceleration sensor 3 detects
the vehicle acceleration aSA in the left direction because the
vehicle acceleration aSA corresponds to a negative value.
Thus, the program proceeds to Step S704 and determines
whether a child safety seat is fixed to the vehicle seat 1 in the
immediately preceding seat occupancy state determination.
In a case where a child safety seat is fixed to the vehicle seat
1 in the immediately preceding seat occupancy state determi-
nation, the total sum WSA of the detected load value is
corrected to decrease by the correction amount of C (Step
S705) before the program returns to Step S609 to operate the
seat occupancy state determination. In a case where it is
determined that a child safety seat is not fixed to the vehicle
seat 1 in the immediately preceding seat occupancy state
determination, the program returns to Step S609 without
correcting the total sum WSA of the detected load value. In
Steps S703 and S705, the total sum WSA of the detected load
value increases or decreases by the correction amount of C.
However, as described above, the amount of C does not cor-
respond to a fixed value but a value being set in response to the
inclination angle 6fc of the vehicle VE. In the embodiment,
the correction amount C is set to be greater as the absolute
value of the inclination angle 6fc is greater.

According to the seat occupancy determination device BH
of the embodiment, the threshold value setting portion 44
corrects the threshold value range TS in response to the
degree of unbalance of the load applied to the right portion
and the left portion of the seat cushion 11 based on the
detected signals transmitted from the acceleration sensor 3.
Accordingly, the threshold value range TS may be corrected
in accordance with the characteristics of the load increasing
and decreasing due to the unbalance of the load. As a result,
the calculated total sum WSA of the detected load value may
be prevented from entering into the threshold value range TS
and the determination of the seat occupancy state of the
vehicle 1 can be performed precisely. Further, in contrast to a
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construction where the total sum WSA of the detected load
value is corrected, the threshold value range TS may be cor-
rected when the seat occupancy state determination is not
performed yet, that is, when the seat occupancy state deter-
mination is performed for the first time. Accordingly, the
determination of the seat occupancy state of the vehicle seat 1
can be performed precisely in a state where the seat occu-
pancy determination device BH is in an initialization state.

After the seat occupancy state determination portion 45
determines the seat occupancy state of the vehicle seat 1, the
detection value correction portion 46 corrects the calculated
total sum WSA of the detected load value in response to the
determined seat occupancy state of the vehicle seat 1 and the
degree of unbalance of the load applied to the right and left
portions of the seat cushion 11. Accordingly, even if the
unbalance of the load applied to the right and left portions of
the seat cushion 11 is large, the threshold value range TS and
the total sum WSA of'the detected load value are corrected to
prevent the calculated total sum WSA of the detected load
value from entering into the threshold value range TS. Thus,
the determination of the seat occupancy state of the vehicle
seat 1 can be further precisely performed.

In a case where it is detected that the vehicle VE starts
operation based on detected signals transmitted from the igni-
tion switch 8 of the vehicle VE, the threshold value setting
portion 44 corrects the threshold value range TS in response
to the degree of unbalance of the load applied to the right and
left portions of the seat cushion 11. Accordingly, the deter-
mination of the seat occupancy state of the vehicle seat 1 can
be performed precisely in a state where the seat occupancy
determination device BH is in the initialization state.

When the vehicle VE is inclined or tilted in the right direc-
tion and it is determined that the load is disproportionally
applied to the side of the cushion 11 where the seat occupancy
sensors 2F, 2R are not provided, the detected value correction
portion 46 increases the calculated total sum WSA of the
detected load value in a case where it is determined that the
vehicle seat 1 is seated by an adult passenger in the immedi-
ately preceding determination. On the other hand, when the
vehicle VE is inclined or tilted in the left direction and it is
determined that the load is disproportionally applied to the
side of the cushion 11 where the seat occupancy sensors 2F,
2R are provided, the detected value correction portion 46
decreases the calculated total sum WSA of the detected load
value in a case where it is determined that a child safety seat
is fixed to the vehicle seat 1 in the immediately preceding
determination. Accordingly, the calculated total sum WSA of
the detected load value may be corrected minimally.

According to the seat occupancy determination method of
the embodiment, the degree of unbalance of the load applied
to the right and the left portions of the seat cushion 11 is
detected in response to the vehicle acceleration aSA, and the
threshold value region TS may be corrected in response to the
degree ofunbalance of the load applied to the right and the left
portions of the seat cushion 11. Accordingly, the threshold
value range TS may be corrected in accordance with the
characteristics of the load increasing and decreasing due to
the unbalance of the load. As a result, the calculated total sum
WSA of the detected load value may be prevented from
entering into the threshold value range TS. Thus, the deter-
mination of the seat occupancy state of the vehicle 1 can be
performed precisely.

This disclosure is not limited to the aforementioned
embodiment and may be modified or extended as follows.
The seat occupancy determination device BH is applicable in
a case where the vehicle VE includes three or more vehicle
seats placed next to each other in the right-left direction. The
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seat occupancy determination device BH is applicable to a
vehicle seat in which a passenger is seated to face the rear of
the vehicle VE. Further, the seat occupancy determination
device BH is applicable to a center seat or a rear seat in
addition to the passenger seat for the vehicle.

The seat occupancy sensors 2F, 2R may be a pressure
sensor detecting pressure applied to the seat cushion 11 when
a passenger is seated. Then, the load applied to the seat
cushion 11 may be indirectly detected by the detected pres-
sure. Alternatively, the seat occupancy sensors 2F, 2R may be
a displacement sensor detecting a displacement of the seat
cushion 11. Then, the load applied to the seat cushion 11 may
be indirectly detected from the displacement amount resisting
biasing force applied by a seat spring. The detected load value
WSA may be an average value of the load detected by each of
the seat occupancy sensors 2F, 2R. This disclosure is appli-
cable to a seat occupancy state determination other than for
distinguishing whether the vehicle seat is seated by an adult
passenger or whether a child safety seat is fixed to the vehicle
seat 1. For example, this disclosure is applicable to a seat state
determination which distinguishes whether the vehicle seat 1
is seated by an adult, an infant or a child, or whether the
vehicle seat 1 is occupied by an adult passenger or a baggage.
The straight line NV (see FIG. 4) dividing the determination
range may be corrected in response to the degree of unbalance
of the load applied to the right and left portions of the seat
cushion 11. Accordingly, the determination of the seat occu-
pancy state of the vehicle seat 1 can be performed by com-
paring the total sum WSA of the detected load value with the
corrected straight line NV.

According to the aforementioned embodiment, the seat
occupancy determination device (BH) configured to be pro-
vided at one of the seating portions (seat cushion 11) of the
plural vehicle seats (1) of the vehicle (VE), the plural vehicle
seats (1) mounted to the vehicle (VE) to be placed next to each
other in the right-left direction, the plural vehicle seats (1) in
which a passenger is seated to face the front or the rear of the
vehicle (VE) includes the pair of seat occupancy amount
detection devices (seat occupancy sensors 2F, 2R) configured
to be provided at the front portion and the rear portion of one
of'the right side and the left side of the vehicle seat (1), the pair
of seat occupancy amount detection devices (seat occupancy
sensors 2F, 2R) detecting the seat occupancy amount increas-
ing and decreasing in response to the change of the load
applied to each portion of the seating portion (seat cushion
11), the seat occupancy threshold value setting device
(threshold value setting portion 44) setting the seat occupancy
threshold value (threshold value range TS) which corre-
sponds to the threshold value of the seat occupancy amount,
the seat occupancy state determination device (seat occu-
pancy state determination portion 45) determining the seat
occupancy state of the vehicle seat (1) by comparing the seat
occupancy calculation amount (total sum WSA of the
detected load value) calculated based on the detected signal
transmitted from the pair of seat occupancy amount detection
devices (seat occupancy sensors 2F, 2R) with the seat occu-
pancy threshold value (threshold value range TS), and the
unbalanced load detection device (acceleration sensor 3,
angle estimation portion 42) detecting the degree of unbal-
ance of the load applied to the right portion and the left
portion of the seating portion (seat cushion 11) in response to
the state of the vehicle (VE). The seat occupancy threshold
value setting device (threshold value setting portion 44) cor-
rects the seat occupancy threshold value (threshold value
range TS) in response to the degree of unbalance of the load
applied to the right portion and the left portion of the seating
portion (seat cushion 11) based on the detected signal trans-
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mitted from the unbalanced load detection device (accelera-
tion sensor 3, angle estimation portion 42). According to this
disclosure, the seat occupancy state of the vehicle seat 1 refers
to a state where the vehicle seat 1 is seated by an adult, an
infant or a child, where a child safety seat is fixed to the
vehicle seat 1, where the vehicle seat 1 is occupied with a
baggage, or the vehicle seat 1is unoccupied. According to this
disclosure, the seat occupancy sensors 2F, 2R may detect
either the load applied to the seating portion or a physical
quality increasing and decreasing in response to the change of
the load applied to the seating portion, for example, the
change by the pressure applied to the seating portion or by the
displacement of the seating portion. The threshold value
range TS may be a threshold value relating to the load applied
to the seating portion, or a threshold value relating to, for
example, the pressure applied to the seating portion or the
displacement of the seating portion. Alternatively, the seat
occupancy state determination portion 45 may determine the
seat occupancy state of the vehicle seat 1 by comparing the
load applied to the seating portion with the corresponding
threshold value, or by comparing, for example, the pressure
applied to the seating portion or the displacement of the
seating portion with the corresponding threshold values,
respectively.

According to the aforementioned embodiment, the thresh-
old value setting portion 44 corrects the threshold value range
TS in response to the degree of unbalance of the load applied
to the right and left portions of the seating portion based on
the detected signals transmitted from the acceleration sensor
3. Accordingly, the threshold value range TS may be cor-
rected in accordance with the characteristics of the load
increasing and decreasing due to the unbalance of the load. As
a result, the calculated total sum WSA of the detected load
value may be prevented from entering into the threshold value
range TS. Thus, the determination of the seat occupancy state
of'the vehicle seat 1 can be precisely performed.

According to the aforementioned embodiment, the seat
occupancy determination device (BH) further includes the
seat occupancy amount correction device (detection value
correction portion 46) correcting the seat occupancy calcula-
tion amount (total sum WSA of the detected load value) in
response to the determined seat occupancy state of the vehicle
seat (1) and the degree of unbalance of the load applied to the
right portion and the left portion of the seating portion (seat
cushion 11) after the seat occupancy state determination
device (seat occupancy state determination portion 45) deter-
mines the seat occupancy state of the vehicle seat (1). The
detected value correction portion 46 may correct the calcu-
lated load applied to the seating portion, or may correct, for
example, the pressure applied to the seating portion, or the
displacement of the seating portion.

After the seat occupancy state determination portion 45
determines the seat occupancy state of the vehicle seat 1, the
detection value correction portion 46 corrects the calculated
total sum WSA of the detected load value in response to the
determined seat occupancy state of the vehicle seat 1 and the
degree of unbalance of the load applied to the right and left
portions of the seat cushion 11. Accordingly, even if the
unbalance of load applied to the right and left portions of the
seat cushion 11 is large, the threshold value range TS and the
total sum WSA of the detected load value are corrected to
prevent the calculated total sum WSA of the detected load
value from entering into the threshold value range TS. Thus,
the determination of the seat occupancy state of the vehicle
seat 1 can be further precisely performed.

According to the aforementioned embodiment, the seat
occupancy determination device (BH) further includes the
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starting operation detection device (ignition switch 8) detect-
ing a starting operation of the vehicle (VE), wherein the seat
occupancy threshold value setting device (threshold value
setting portion 44) corrects the seat occupancy threshold
value (threshold value range TS) in response to the degree of
unbalance of the load applied to the right portion and the left
portion of the seating portion (seat cushion 11) in a case
where it is detected that the vehicle (VE) starts operation
based on the detected signal transmitted from the starting
operation detection device (ignition switch 8).

In a case where it is detected that the vehicle VE starts
operation based on the detected signals transmitted from the
ignition switch 8 of the vehicle VE, the threshold value setting
portion 44 corrects the threshold value range TS in response
to the degree of unbalance of the load applied to the right and
left portions of the seat cushion 11. Accordingly, the deter-
mination of the seat occupancy state for the vehicle seat 1 can
be performed precisely in a state where the seat occupancy
determination device BH is in the initialization state.

According to the aforementioned embodiment, the seat
occupancy state determination device (seat occupancy state
determination portion 45) determines that the vehicle seat (1)
is seated by an adult passenger in a case where the seat
occupancy calculation amount (total sum WSA of the
detected load value) is greater than the seat occupancy thresh-
old value (threshold value range TS) by comparing the seat
occupancy calculation amount (total sum WSA of the
detected load value) with the seat occupancy threshold value
(threshold value range TS). The seat occupancy state deter-
mination device (seat occupancy state determination portion
45) determines that a child safety seat is fixed to the vehicle
seat (1) in a case where the seat occupancy calculation
amount (total sum WSA of the detected load value) is lower
than the seat occupancy threshold value (threshold value
range TS) by comparing the seat occupancy calculation
amount (total sum WSA of the detected load value) with the
seat occupancy threshold value (threshold value range TS).
The seat occupancy amount correction device (detection
value correction portion 46) increases the seat occupancy
calculation amount (total sum WSA of the detected load
value) in a case where it is determined that the vehicle seat (1)
is seated by an adult passenger in the immediately preceding
determination when it is detected that the load is dispropor-
tionally applied to the side where the pair of seat occupancy
amount detection devices (seat occupancy sensors 2F, 2R) is
not provided in the right-left direction of the seating portion
(seat cushion 11). The seat occupancy amount correction
device (detection value correction portion 46) decreases the
seat occupancy calculation amount (total sum WSA of the
detected load value) in a case where it is determined that a
child safety seat is fixed to the vehicle seat (1) in the imme-
diately preceding determination when it is detected that the
load is disproportionally applied to the side where the pair of
seat occupancy amount detection devices (seat occupancy
sensors 2F, 2R) is provided in the right-left direction of the
seating portion (seat cushion 11). According to this disclo-
sure, a child safety seat is fixed to the vehicle seat 1 in a
manner that a child safety seat is positioned on the vehicle
seat 1, the belt locking tongue of the seat belt device engages
with the buckle, and a child safety seat is fixed by the seat belt
device.

According to the aforementioned embodiment, when it is
detected that the load is disproportionally applied to the side
of the cushion 11 in the right-left direction where the seat
occupancy sensors 2F, 2R are not provided, the detected value
correction portion 46 increases the calculated total sum WSA
of'the detected load value in a case where it is determined that
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the vehicle seat 1 is seated by an adult passenger in the
immediately preceding determination. On the other hand,
when it is detected that the load is disproportionally applied to
the side of the cushion 11 where the seat occupancy sensors
2F, 2R are provided, the detected value correction portion 46
decreases the calculated total sum WSA of the detected load
value in a case where it is determined that a child safety seat
is fixed to the vehicle seat 1 in the immediately preceding
determination. Accordingly, the calculated total sum WSA of
the detected load value may be corrected minimally.

According to the aforementioned embodiment, the unbal-
anced load detection device (acceleration sensor 3, angle
estimation portion 42) includes the acceleration sensor (3)
detecting the acceleration (SA1) of the vehicle (VE) in the
right-left direction and the angle estimation portion (42) esti-
mating the inclination angle (8fc, 6fc1) of the vehicle (VE) in
the right-left direction from the acceleration (SA1) detected
by the acceleration sensor (3). The degree of unbalance of the
load applied to the right portion and the left portion of the
seating portion (seat cushion 11) corresponds to the inclina-
tion angle (6fc, 0fcl).

According to the seat occupancy determination method of
the embodiment, the degree of unbalance of the load applied
to the right and the left portions of the seat cushion 11 is
detected based on the state of the vehicle VE. Accordingly, the
threshold value range TS may be corrected in response to the
degree of unbalance of the load applied to the right and left
portions of the seat cushion 11. Thus, the threshold value
range TS may be corrected in accordance with the character-
istics of the load increasing and decreasing due to the unbal-
ance of the load. As a result, the calculated total sum WSA of
the detected load value may be prevented from entering into
the threshold value range TS. Thus, the determination of the
seat occupancy state of the vehicle 1 can be performed pre-
cisely.

According to the aforementioned embodiment, the seat
occupancy determination method using the pair of seat occu-
pancy amount detection devices (seat occupancy sensors 2F,
2R) configured to be provided at the front portion and the rear
portion of one of the right side and the left side of one of
seating portions (seat cushion 11) of the plural vehicle seats
(1) of'the vehicle (VE), the plural vehicle seats (1) mounted to
the vehicle (VE) to be placed next to each other in the right-
left direction, the plural vehicle seats (1) in which a passenger
is seated to face the front or the rear of the vehicle (VE)
includes processes of detecting the seat occupancy amount
increasing and decreasing in response to the change of the
load applied to each portion of the seating portion (seat cush-
ion 11) by the pair of seat occupancy amount detection
devices (seat occupancy sensors 2F, 2R), comparing the seat
occupancy calculation amount (total sum WSA of the
detected load value) calculated based on the detected signal
transmitted from the pair of seat occupancy amount detection
devices (seat occupancy sensors 2F, 2R) with the seat occu-
pancy threshold value (threshold value range TS) which cor-
responds to the threshold value of the seat occupancy amount
to determine the seat occupancy state of the vehicle seat (1),
detecting the degree of unbalance of the load applied to the
right portion and the left portion of the seating portion (seat
cushion 11) in response to the state of the vehicle (VE), and
correcting the seat occupancy threshold value (threshold
value range TS) in response to the degree of unbalance of the
load applied to the right portion and the left portion of the
seating portion (seat cushion 11).

The principles, preferred embodiment and mode of opera-
tion of the present invention have been described in the fore-
going specification. However, the invention which is intended
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to be protected is not to be construed as limited to the par-
ticular embodiments disclosed. Further, the embodiments
described herein are to be regarded as illustrative rather than
restrictive. Variations and changes may be made by others,
and equivalents employed, without departing from the spirit
of'the present invention. Accordingly, it is expressly intended
that all such variations, changes and equivalents which fall
within the spirit and scope of the present invention as defined
in the claims, be embraced thereby.

The invention claimed is:

1. A seat occupancy determination device configured to be
provided at one of seating portions of a plurality of vehicle
seats of a vehicle, the plurality of vehicle seats mounted to the
vehicle to be placed next to each other in a right-left direction,
the plurality of vehicle seats in which a passenger is seated to
face a front or a rear of the vehicle, comprising:

a pair of seat occupancy amount detection devices config-
ured to be provided at a front portion and a rear portion
of'one of aright side and a left side of the vehicle seat, the
pair of seat occupancy amount detection devices detect-
ing a seat occupancy amount increasing and decreasing
in response to a change of a load applied to each portion
of the seating portion;

a seat occupancy threshold value setting device setting a
seat occupancy threshold value which corresponds to a
threshold value of the seat occupancy amount;

a seat occupancy state determination device determining a
seat occupancy state of the vehicle seat by comparing a
seat occupancy calculation amount calculated based on
a detected signal transmitted from the pair of seat occu-
pancy amount detection devices with the seat occupancy
threshold value; and

an unbalanced load detection device detecting a degree of
unbalance of the load applied to a right portion and a left
portion of the seating portion in response to an inclina-
tion angle of the vehicle in the right-left direction;
wherein

the seat occupancy threshold value setting device corrects
the seat occupancy threshold value in response to the
degree of unbalance of the load applied to the right
portion and the left portion of the seating portion based
on a detected signal transmitted from the unbalanced
load detection device.

2. The seat occupancy determination device according to

claim 1, further comprising:

a seat occupancy amount correction device correcting the
seat occupancy calculation amount in response to a
determined seat occupancy state of the vehicle seat and
the degree of unbalance of the load applied to the right
portion and the left portion of the seating portion after
the seat occupancy state determination device deter-
mines the seat occupancy state of the vehicle seat.

3. The seat occupancy determination device according to

claim 1, further comprising:

a starting operation detection device detecting a starting
operation of the vehicle, wherein the seat occupancy
threshold value setting device corrects the seat occu-
pancy threshold value inresponse to the degree of unbal -
ance of the load applied to the right portion and the left
portion of the seating portion in a case where it is
detected that the vehicle starts operation based on a
detected signal transmitted from the starting operation
detection device.

4. The seat occupancy determination device according to

claim 2, further comprising:

a starting operation detection device detecting a starting
operation of the vehicle, wherein the seat occupancy
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threshold value setting device corrects the seat occu-
pancy threshold value in response to the degree of unbal -
ance of the load applied to the right portion and the left
portion of the seating portion in a case where it is
detected that the vehicle starts operation based on a
detected signal transmitted from the starting operation
detection device.

5. The seat occupancy determination device according to
claim 2, wherein:

the seat occupancy state determination device determines

that the vehicle seat is sat in by an adult passenger in a
case where the seat occupancy calculation amount is
greater than the seat occupancy threshold value by com-
paring the seat occupancy calculation amount with the
seat occupancy threshold value, and the seat occupancy
state determination device determines that a child safety
seat is fixed to the vehicle seat in a case where the seat
occupancy calculation amount is lower than the seat
occupancy threshold value by comparing the seat occu-
pancy calculation amount with the seat occupancy
threshold value; and

the seat occupancy amount correction device increases the

seat occupancy calculation amount in a case where it is
determined that the vehicle seat is sat in by an adult
passenger in an immediately preceding determination
when it is detected that the load is disproportionally
applied to a side where the pair of seat occupancy
amount detection devices is not provided in the right-left
direction of the seating portion, and the seat occupancy
amount correction device decreases the seat occupancy
calculation amount in a case where it is determined that
a child safety seat is fixed to the vehicle seat in the
immediately preceding determination when it is
detected that the load is disproportionally applied to a
side where the pair of seat occupancy amount detection
devices is provided in the right-left direction of the seat-
ing portion.

6. The seat occupancy determination device according to
claim 1, wherein:

the unbalanced load detection device includes an accelera-

tion sensor detecting an acceleration of the vehicle in the
right-left direction and an angle estimation portion esti-
mating the inclination angle of the vehicle in the right-
left direction from the acceleration detected by the
acceleration sensor; and

the degree of unbalance of the load applied to the right

portion and the left portion of the seating portion corre-
sponds to the inclination angle.

7. A seat occupancy determination method using a pair of
seat occupancy amount detection devices configured to be
provided at a front portion and a rear portion of one of a right
side and a left side of one of seating portions of a plurality of
vehicle seats of a vehicle, the plurality of vehicle seats
mounted to the vehicle to be placed next to each other in a
right-left direction, the plurality of vehicle seats in which a
passenger is seated to face a front or a rear of the vehicle,
comprising processes of:

detecting a seat occupancy amount increasing and decreas-

ing in response to a change of a load applied to each
portion of the seating portion by the pair of seat occu-
pancy amount detection devices;

comparing a seat occupancy calculation amount calculated

based on a detected signal transmitted from the pair of
seat occupancy amount detection devices with a seat
occupancy threshold value which corresponds to a
threshold value of the seat occupancy amount to deter-
mine a seat occupancy state of the vehicle seat;
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detecting a degree of unbalance of the load applied to a
right portion and a left portion of the seating portion in
response to an inclination angle of the vehicle in the
right-left direction; and

correcting the seat occupancy threshold value in response 5
to the degree ofunbalance of the load applied to the right
portion and the left portion of the seating portion.
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